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1. Introduction 
 
The Coda Click Detection plugin is designed to identify potential porpoise clicks within a 
stream of acoustic pressure measurements. The algorithm works by calculating the 
spectral energy within the porpoise click frequency band, which is around 130 kHz. This 
energy is then compared with the energy in the neighbouring frequency bands. The ratio 
of these two values is referred to as the click strength and serves as one of the metrics 
for identifying clicks. 
 
In addition to spectral analysis, the algorithm uses a signal envelope function, and a 
standardized porpoise click template to further refine its detection capabilities. 
 

2. Getting Started 

System Requirements 
The hydrophone must be streaming WAV data, and the sampling rate must be set to 
512 kilo samples per second (as per Nyquist theorem for 130 kHz clicks). 

Licensing Setup 
To check if the user has a valid license to use this plugin, click on Program Setup in Lucy 
II (Figure 1) on the main menu and then select Program Init. This would open a new pop 
up (Figure 2), click on Plugin License on the bottom left. 
 
 
 
 
 
 
 
 
 
 
 
 
 

Figure 1 
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      Figure 2 
 
This will open the licensing tool (Figure 3). Users should see two tabs Write License and 
Read License. Make sure you click on Write License. Then click Load License File on the 
bottom right. This should open the File explorer. Find the license txt file that you 
received from the company after you bought the license. When you load the license file 
then you can see the licenses you currently have access to. If you see Coda option ticked 
that means you have access to the plugin. If not, send us an email 
support@oceansonics.com.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
      Figure 3 

mailto:support@oceansonics.com
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If this is your first time, loading this license, don’t forget to click on Write option on the 
left of Load license file. This will write the license to the registry, and you can access the 
plugin. App will ask to be restarted to do this.  

Enabling Click Detection 
Once you have loaded the plugin successfully. You should see an option called Coda in 
the Show Spectrum dropdown in the Charts tab. Alternatively, you should see the Coda 
option added to the Charts>Display>Show Spectrum in the main menu on the top 
(Figure 4). 
 

 
Figure 4 
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Figure 5 

 
Once you see the chart, you can start playing it by clicking on the Play button to see 
real time click detection. To interpret the chart, move to the Interpreting the Click 
Detection Chart section below. 

Logging Clicks 
Users also get the option to log the detected clicks to a txt file. In the Program Setup 
you should see a tab titled Coda Detection which has the option to start logging, select 
directory to save the clicks and select the prefix for file naming (Figure 6).  
 
Alternatively, you can open this tab by going to Program Setup in main menu on the top 
and then selecting the Click Detection Setup option in the drop-down menu (Figure 7). It 
will directly open the Click detection menu. 
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Figure 6 

 

 
Figure 7 

 
Do not forget to select Apply job Setup when you make any changes to logging. 
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Logging Click Trains 
 
Coda can also infer click train behaviour from detected clicks. This behaviour 
classification is based on the recent work done on porpoises.  
 
Each train log entry includes (Figure 9) 
 

• Start Time (HH:MM:SS): When the click train started 
• End Time (HH:MM:SS): When the click train ended 
• Duration: How long the train lasted 
• Mean Inter-click interval (ICI): Mean of time difference between the current and 

previous click peaks. It is recorded in milliseconds. 
• Clicks Per Second (CPS): CPS can be calculated from ICI values and is crucial in 

behavior classification algorithm 
• Behavior: Classifies behavior. It can be either Foraging, Orientation, Socializing, or 

Unknown 

Interpreting the Click Detection Chart 
 
The click charts give a quick visual summary of what the detector is finding over time so 
users can understand activity immediately. The main click plot shows individual click 
levels and highlights trends as new clicks arrive, while supporting indicators in the 
legend (such as click count, mean inter-click interval, and behavior label) help interpret 
whether activity is sparse, regular, or changing. Detected click trains are also marked as 
colored regions with labels, making it easy to spot grouped events and their likely 
behavior category without digging into raw data. 
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Figure 8 

 
When logging is enabled in the Click Detection settings, the plugin saves all detected 
clicks to a txt file in the specified directory. 
 
Each log entry includes (Figure 9) 

• Timestamp (HH:MM:SS.sss): When the click occurred 
• Amplitude: Strength of the acoustic signal 
• Click Strength: Spectral energy ratio of the click and background noise 
• Inter-click interval (ICI): Time difference between the current and previous click 

peaks. It is recorded in milliseconds. 
 
This provides a structured record for further review. 
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Figure 9 

 

 
Figure 10 

 

How Click Detection Works 
The algorithm processes data in overlapping windows. A matched filter is applied to 
enhance click-like signals, and the envelope of the matched filter output is analyzed to 
identify peaks. The algorithm calculates signal-to-noise ratio of detected clicks and 
compares it against a predefined threshold to confirm valid detections. This approach 
ensures reliable detection and characterization of porpoise clicks in noisy underwater 
environments. 
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